ORYGGISBLAD
samkveemt reglugerd (EB) nr. 1907/2006
Valvoline™ STOU 15W40

Valvaoline.
Gilobal

Utgafa: 3.0 Dagsetning endurskodunar: Dagsetning prentunar: 14/04/2026
02.01.2024

1. LIDUR: Audkenning efnisins eda blondunnar og félagsins eda fyrirtekisins

1.1 Vorukenni
Vidskiptaheiti . Valvoline™ STOU 15W40

Framleidslunimer . 890742

1.2 Videigandi og tilgreind notkun efnis eda blondu og notkun sem raéio er fra
Notkun efnis eda efnabléndu : Vél, gir og smureolia.

1.3 Upplysingar um birgi 6ryggisbladsins
Fyrirtaeki . Ellis Enterprises B.V., an affiliate of Valvoline Global
Operations
Wieldrechtseweg 39
3316 BG Dordrecht
Holland

Simanumer : +31(0)78 654 3500 (in the Netherlands), or contact your local
CSR contact person

Netfang pess sem ber . SDS@valvolineglobal.com
abyrgd a oryggisblodum SDS

1.4 Neydarsimanumer

+1-800-VALVOLINE (+1-800-825-8654), Eda haféu samband vid neydar simanumerid pitt i
112

2. LIDUR: Heettugreining

2.1 Flokkun efnisins eda blondunnar

Flokkun (REGLUGERD (EB) nr. 1272/2008)

Flokkast ekki sem heettulegt efni eda efnablanda.
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2.2 Merkingaratriodi

Merking (REGLUGERD (EB) nr. 1272/2008)
Engin haettutakn, ekkert merkiord, engin haettusetningar, engin varnadarsetningar parf

Viobotarmerking
EUH210 Oryggisblad er faanlegt sé um pad bedid.

2.3 Adrar hattur

| efninu/efnabléndunni eru engir paettir sem teljast pravirkir, safnast fyrir i lifverum og eitradir (PBT-
efni) eda mjog pravirkir og mjodg pravirk efni sem safnast fyrir i lifverum i miklum maeli (vPvB-efni)
sem nemur 0,1% eda meira.

Vistfraedilegar upplysingar: Efnid/blandan inniheldur ekki hluti sem eru taldir hafa innkirtlatrufandi
eiginleika samkvaemt REACH f-1id 57. gr. eda uthlutadri reglugerd framkvaemdastjérnarinnar (ESB)
2017/2100 eda reglugerd framkvaemdastjérnarinnar (ESB) 2018/605 i stigum 0,1% eda haerri.

Eiturefnafraedilegar upplysingar: Efnid/blandan inniheldur ekki hluti sem eru taldir hafa
innkirtlatrufandi eiginleika samkvaemt REACH f-1id 57. gr. eda uthlutadri reglugerd
framkvaemdastjérnarinnar (ESB) 2017/2100 eda reglugerd framkvaemdastjérnarinnar (ESB) 2018/605
i stigum 0,1% eda heerri.

3. LIDUR: Samsetning innihaldsefna/upplysingar um innihaldsefni

3.2 Blondur
Efnispaettir
Efnafraedilegt heiti CAS-nr. Flokkun Styrkleiki (%
EB-nr. w/w)
Studulnumer
Skraningarnumer
Distillates (petroleum), solvent- 64742-56-9 Asp. Tox. 1; H304 >=5-<10
dewaxed light paraffinic 265-159-2
649-469-00-9
DISTILLATES (PETROLEUM), 64742-65-0 Asp. Tox. 1; H304 >=1-<25
SOLVENT-DEWAXED HEAVY 265-169-7
PARAFFINIC 649-474-00-6
01-2119471299-27-
XXXX
Lubricating oils (petroleum), C20-50, |72623-87-1 Asp. Tox. 1; H304 >=1-<25
hydrotreated neutral oil-based 276-738-4
649-483-00-5
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01-2119474889-13-
XXXX
DISTILLATES (PETROLEUM), 64742-54-7 Asp. Tox. 1; H304 >=1-<25
HYDROTREATED HEAVY 265-157-1
PARAFFINIC 649-467-00-8
01-2119484627-25-
XXXX
Phosphorodithioic acid, mixed O,0- | 85940-28-9 Skin Irrit. 2; H315 >=1-<25
bis(2-ethylhexyl and iso-Bu and iso- |288-917-4 Eye Irrit. 2; H319
Pr) esters, zinc salts Aquatic Chronic 2;
H411
Efni sem luta vidmidunarmdrkum vahrifa a vinnustad :
DISTILLATES (PETROLEUM), 64742-65-0 >=80-<90
SOLVENT-DEWAXED HEAVY 265-169-7
PARAFFINIC (<3 % DMSO 649-474-00-6
EXTRACT)
DISTILLATES (PETROLEUM), 64742-54-7 >=25-<5
HYDROTREATED HEAVY 265-157-1
PARAFFINIC 649-467-00-8
01-2119484627-25-
XXXX
Utskyringar & skammstéfunum eru i 16. kafla
4. LIDUR: Radstafanir i skyndihjalp
4.1 Lysing a radsté6funum i skyndihjalp
Almenn radgjof : Skiljid sjuklinginn ekki eftir an umoénnunar.
Ef efninu er andad ad sér . Ef vibkomandi er med medvitund skal leggja hann i leesta

hlidarlegu og leita leeknis.
Kalli® a laekni ef einkennin hverfa ekki.

Ef efnid berst a hud : Kallid & leekni ef huderting er vidvarandi.
Ef efnid berst a hud parf ad hreinsa pad vel af med vatni.
Hafi efnid komist i fot, skal fara ur peim.

Ef efnid kemst i auga : Skolid augun med vatni til 6ryggis.
Fjarleegid snertilinsur.
Verndid heila augad.
Haldid auganu vel opnu vid skolun.
Leitid til sérfraedings ef augnertingin hverfur ekki.
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Ef efnid er gleypt : Haldid éndunarvegi opnum.

Gefid ekki mjoélk eda afenga drykki.
Reynid aldrei ad gefa medvitundarlausu folki vokva eda feedu.
Kalli® a lzekni ef einkennin hverfa ekki.

4.2 Helstu skadleg einkenni og ahrif, baedi brad og tafin
Einkenni . Engin einkenni eru pekkt né peirra ad veenta.

4.3 Upplysingar um tafarlausa laaknisumoénnun og sérstaka medéferd sem porf er a
Medhondlun . Engar sérstakar skyndihjalparadgerdir naudsynlegar.

Medhondlun i samraemi vid sjukdémseinkenni.

5. LIDUR: Radstafanir vegna slokkviadgerda

5.1 Slékkvibunadur
Ohentugir slékkvimidlar . Afkastamikil vatnsdeela

5.2 Sérstakar haettur af voldum efnisins eda blondunnar

Heettuleg brennsluefni . koldioxi® og kolménoxi®
Fosféroxid

5.3 Raogjof fyrir slokkvilidsmenn

Sérstakur hlifdarbunadur fyrir :  Notid sjalfsteett dndunarteeki vid sldkkvistarf ef naudsyn krefur.
slokkvilid
Nanari upplysingar : Venjuleg vidbrdgd vid efnabruna.

Beitid slokkviadgerdum sem henta adstaeedum og umhverfi &
vidkomandi stad.

6. LIDUR: Radstafanir ef efni fer évart til spillis eda er losad fyrir slysni

6.1 Oryggisradstafanir fyrir folk, hlifdarbunadur og neydarradstafanir
Varudarradstafanir fyrir folk : Notid personuhlifar.
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6.2 Varudarradstafanir vegna umhverfisins

Varudarradstafanir vegna : Komid i veg fyrir frekari leka eda ad meira hellist nidur sé pad
umhverfisins haettulaust.
Ef mengun fra efninu kemst i ar, vétn eda nidurfoll Iatid
vidkomandi yfirvold vita.

6.3 Adferdir og efni til afmorkunar og hreinsunar

Hreinsunaradferdir : burrki® upp med rakadraegu efni (t.d. klut eda flisefni).
Latid i videigandi lokud ilat til férgunar.

6.4 Tilvisun i adra lidi
Sja kafla: 7, 8, 11, 12 og 13.

7. LIDUR: Medhondlun og geymsla

7.1 Varudarradstafanir um érugga medhondlun

Abendingar um érugga : Varist snertingu vidé hud og augu.

medhondlun Upplysingar um persénuvarnir er ad finna i 8. kafla.
Ekki & ad leyfa reykingar, mat og drykk & vinnusvaedinu.
Fargid skolvatninu i samraemi vid lands- og stadbundnar

) reglur.

Abendingar um bruna- og . Almennar forvarnaradstafanir gegn eldhaettu.
sprengivarnir

Hreinlaetisradstafanir : Neytid ekki matar eda drykkjar medan a notkun stendur.

Reykingar eru bannadar medan a notkun stendur. bvoid
hendurnar fyrir vinnuhlé og i lok vinnudags.

7.2 Orugg geymsluskilyrdi, p.m.t. vegna mogulegs 6samrymanleika

Krofur um geymslusvaediog @ Geymid ilatid pétt lokad a purrum og vel loftreestum stad.

gama Rafbunadur / vinnuefni verda ad uppfylla taeknilegar
Oryggiskrofur.

Frekari upplysingar um :  Ekkert nidurbrot ef geymt og notad samkvaemt leidbeiningum.

stédugleika vid geymslu

7.3 Sértak, endanleg notkun
Sérstok notkun . Engar upplysingar liggja fyrir
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8. LIDUR: Vahrifavarnir/persénuhlifar

8.1 Eftirlitsbreytur

Vidmidunarmork vahrifa a vinnustad

Efnispaettir

CAS-nr.

Tegund gildis
(Tegund vahrifa)

Eftirlitsbreytur

Grunnur

DISTILLATES
(PETROLEUM),
SOLVENT-
DEWAXED
HEAVY
PARAFFINIC (<3
% DMSO
EXTRACT)

64742-65-0

TWA (Agnir
(boka))

1 mg/m3

IS OEL

Distillates
(petroleum),
solvent-dewaxed
light paraffinic

64742-56-9

TWA (Agnir
(boka))

1 mg/m3

IS OEL

DISTILLATES
(PETROLEUM),
HYDROTREATED
HEAVY
PARAFFINIC

64742-54-7

TWA (Agnir
(boka))

1 mg/m3

IS OEL

DISTILLATES
(PETROLEUM),
SOLVENT-
DEWAXED
HEAVY
PARAFFINIC

64742-65-0

TWA (Agnir
(boka))

1 mg/m3

IS OEL

Lubricating oils
(petroleum), C20-
50, hydrotreated
neutral oil-based

72623-87-1

TWA (Agnir
(boka))

1 mg/m3

IS OEL

DISTILLATES
(PETROLEUM),
HYDROTREATED
HEAVY
PARAFFINIC

64742-54-7

TWA (Agnir
(boka))

1 mg/m3

IS OEL

8.2 Vahrifavarnir

Personuhlifar

Hlifdargleraugu/ andlitsvorn

Augnskolglas med hreinu vatni
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Hlifdarhanskar
Efni
Gegnprengingartimi
Pykkt hanska
Tilskipun

Athugasemdir

Hud- og likamshlifar

Ondunargrima

pétt hlifdargleraugu

gervigummi, nitrilgdmmi

>= 240 min

>= 0,35 mm

Bunadur skal vera i samraemi vid stadal EN 374

Peir hlifdarhanskar sem notadir eru verda ad uppfylla skilyrdi
(ESB) reglugerdar 2016/425 og stadalsins EN 374 sem &
henni byggir. Hlifdarhénskum a ad fleygja og fa nyja ef
nokkur merki sjast um slit eda gegnprengingu efnisins.
Vinsamlegast farid eftir upplysingum fra afhendingaradila
hanskanna vardandi gegndraepi og gegnprengingartima.
Takid einnig tillit til sérstakra adstaedna a peim stad sem
efnid er notad a; petta gildir til deemis um haettu & skuréum og
sliti, einnig um averkunartima. Upplysingarnar um
gegnprengingartima/styrkleika efnis eru vidmidunargildi!
Nakvaeman gegnprengingartima/styrkleika efnis verdur ad fa
hja framleidanda hliféarhanskanna.

Um pad hvernig hlifdarhanskar henta fyrir akvedinn vinnustad
2etti ad reeda radfeera sig vid framleidanda peirra.
Vokvaheldur fatnadur

Veldu personuhlifar med hlidsjon af magni og styrkleika
haettulegra efna a vinnustadnum.

Vid venjulegar adstaedur er ekki porf a dndunarhlifum.

9. LIDUR: Edlis- og efnafradilegir eiginleikar

9.1 Upplysingar um edlis- og efnafradilega grunneiginleika

Edlisastand
Litur
Lykt
Lyktarmork

Braedslumark og frostmark

Sudumark, sudumarksbil

Eldfimi

Efra sprengimark / Efra
eldfimimark

fliotandi

gulbrant

oliukennt

Engar upplysingar liggja fyrir
Engar upplysingar liggja fyrir
Engar upplysingar liggja fyrir
Engar upplysingar liggja fyrir

Engar upplysingar liggja fyrir
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Neora sprengimark / Nedra
eldfimimark

Blossamark
Nidurbrotshitastig
pH

Seigja
Skridseigja

Edlisseigja
Leysni

Vatnsleysni

Leysni i 68rum leysiefnum
Deilistudull: n-oktandl/vatn
Gufuprystingur
Edlismassi

Eoélismassi

Edlismassi gufu

9.2 Adrar upplysingar

Eldmyndandi (oxandi)
eiginleikar
Sjalfkveiking

Uppgufunarhradi

Engar upplysingar liggja fyrir

u.p.b. 220 °C
Engar upplysingar liggja fyrir

A ekki vio

Engar upplysingar liggja fyrir
u.p.b. 111 mm2/s (40 °C)
Oblandanlegt

Engar upplysingar liggja fyrir
Engar upplysingar liggja fyrir
Engar upplysingar liggja fyrir
Engar upplysingar liggja fyrir
u.p.b. 0,89 g/cm3

Engar upplysingar liggja fyrir

Engar upplysingar liggja fyrir

Engar upplysingar liggja fyrir

Engar upplysingar liggja fyrir

10. LIDUR: Stédugleiki og hvarfgirni

10.1 Hvarfgirni

Ekkert nidurbrot ef geymt og notad samkvaemt leidbeiningum.
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10.2 Efnafraedilegur stodugleiki
Ekkert nidurbrot ef geymt og notad samkveemt leidbeiningum.
10.3 Moguleiki & haettulegu efnahvarfi
Haettuleg hvorfun . Ekkert nidurbrot ef geymt og notad samkvaemt leidbeiningum.

10.4 Skilyrdi sem ber ad varast
Skilyrdi sem ber ad varast . Engin svo vitad sé til.

10.5 Osamrymanleg efni
Efni sem skal varast . Sterk oxandi efni

10.6 Haettuleg nidurbrotsefni
Ekki er vitad um heettuleg nidurbrotsefni.

11. LIDUR: Eiturefnafradilegar upplysingar

11.1 Upplysingar um haettuflokka eins og skilgreint er i reglugerd (EB) nr. 1272/2008

Brad eiturhrif

Ekki flokkad a grundvelli fyrirliggjandi gagna.

Efnispaettir:

Distillates (petroleum), solvent-dewaxed light paraffinic:

Brad eiturhrif vid inntoku : LD50 (Rotta): > 5.000 mg’kg

Brad eiturhrif vid innéndun :  LC50 (Rotta): > 5,53 mgll
Timalengd vahrifa: 4 h
Profunarloft: ryk/adi
Mat: Efnid eda efnablandan hefur engin brad eiturhrif vid
inndndun

Brad eiturhrif & hud :  LD50 (Kanina): > 5.000 mg/kg

DISTILLATES (PETROLEUM), SOLVENT-DEWAXED HEAVY PARAFFINIC:
Brad eiturhrif vid inntoku : LD50 (Rotta): > 5.000 mg/kg

Brad eiturhrif & hud :  LD50 (Kanina): > 5.000 mg/kg

Lubricating oils (petroleum), C20-50, hydrotreated neutral oil-based:
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Brad eiturhrif vid inntéku

Brad eiturhrif vid inndndun

Brad eiturhrif &4 hud

LD50 (Rotta): > 5.000 mg/kg

LC50 (Rotta): > 5,58 mg/I

Timalengd vahrifa: 4 h

Profunarloft: ryk/udi

Mat: Efnid eda efnablandan hefur engin brad eiturhrif vid
innéndun

Athugasemdir: Ekki er vitad til ad pessi skammtastaerd valdid
daudsfollum.

LD50 (Kanina): > 5.000 mg/kg
Athugasemdir: Ekki er vitad til ad pessi skammtasteerd valdid
daudsfollum.

DISTILLATES (PETROLEUM), HYDROTREATED HEAVY PARAFFINIC:

Brad eiturhrif vid inntoku

Brad eiturhrif &8 htd

Phosphorodithioic acid, mixed O,0-bis(2-ethylhexyl and iso-Bu and iso-Pr) esters, zinc salts:

Brad eiturhrif vid inntoku

Brad eiturhrif vid inndndun

Brad eiturhrif &4 hud

LD50 (Rotta): > 15 g/kg

LD50 (Kanina): > 5 g/kg

LD50 (Rotta): 2.570 - 3.700 mg/kg

LC50 (Rotta): > 2,3 mgl/l

Timalengd vahrifa: 4 h

Profunarloft: ryk/udi

Mat: Efnid eda efnablandan hefur engin brad eiturhrif vid
inndndun

Athugasemdir: Ekki er vitad til ad pessi skammtasteerd valdid
daudsfollum.

LD50 (Kanina): > 20.000 mg/kg

DISTILLATES (PETROLEUM), SOLVENT-DEWAXED HEAVY PARAFFINIC (<3 % DMSO

EXTRACT):
Brad eiturhrif vid inntoku

Brad eiturhrif &4 hud

LD50 (Rotta): > 5.000 mg’kg

LD50 (Kanina): > 5.000 mg/kg

DISTILLATES (PETROLEUM), HYDROTREATED HEAVY PARAFFINIC:

Brad eiturhrif vid inntoku

Brad eiturhrif &4 hud

LD50 (Rotta): > 15 g/kg

LD50 (Kanina): > 5 g/kg
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Haodzeting eda -erting
Ekki flokkad a grundvelli fyrirliggjandi gagna.

Efni:

Athugasemdir : Getur valdid hadertingu og/eda hudbadlgu.
Efnispeettir:

Distillates (petroleum), solvent-dewaxed light paraffinic:

Tegund : Kanina

Nidurstada . Litilshattar timabundin erting

DISTILLATES (PETROLEUM), SOLVENT-DEWAXED HEAVY PARAFFINIC:

Mat : Litilshattar timabundin erting
Nidurstada : Litilshattar timabundin erting

Lubricating oils (petroleum), C20-50, hydrotreated neutral oil-based:

Tegund :  Kanina
Nidurstada : Engin huderting

DISTILLATES (PETROLEUM), HYDROTREATED HEAVY PARAFFINIC:

Mat . Litilshattar timabundin erting
Nidurstada . Litilshattar timabundin erting

Phosphorodithioic acid, mixed O,0-bis(2-ethylhexyl and iso-Bu and iso-Pr) esters, zinc salts:

Tegund : Kanina
Nidurstada :  Ertir had.

DISTILLATES (PETROLEUM), SOLVENT-DEWAXED HEAVY PARAFFINIC (<3 % DMSO
EXTRACT):

|INidurstasa . Litilshattar timabundin erting

DISTILLATES (PETROLEUM), HYDROTREATED HEAVY PARAFFINIC:

Mat : Litilshattar timabundin erting
Nidurstada : Litilshattar timabundin erting

Alvarlegur augnskadi eda -erting
Ekki flokkad a grundvelli fyrirliggjandi gagna.
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Efni:
Nidurstada :  Engin augnerting
Athugasemdir : Gufur geta valdid ertingu i augum, i dndunarfaerum og a hud.
Efnispeettir:
Distillates (petroleum), solvent-dewaxed light paraffinic:
Tegund :  Kanina
Nidurstada . Litilshattar timabundin erting

DISTILLATES (PETROLEUM), SOLVENT-DEWAXED HEAVY PARAFFINIC:

Mat . Litilshattar timabundin erting
Nidurstada . Litilshattar timabundin erting

Lubricating oils (petroleum), C20-50, hydrotreated neutral oil-based:

Tegund :  Kanina
Nidurstada : Engin augnerting

DISTILLATES (PETROLEUM), HYDROTREATED HEAVY PARAFFINIC:
Mat :  Engin augnerting
Nidurstada . Engin augnerting

Phosphorodithioic acid, mixed O,0-bis(2-ethylhexyl and iso-Bu and iso-Pr) esters, zinc salts:

Tegund :  Kanina
Nidurstada :  Ertir augu.

DISTILLATES (PETROLEUM), SOLVENT-DEWAXED HEAVY PARAFFINIC (<3 % DMSO
EXTRACT):

|INidurstada . Litilshattar timabundin erting

DISTILLATES (PETROLEUM), HYDROTREATED HEAVY PARAFFINIC:
Mat . Engin augnerting
Nidurstada . Engin augnerting

Naming hudar eda 6ndunarfaera

Hadnaeming
Ekki flokkad a grundvelli fyrirliggjandi gagna.
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Naming 6ndunarfaera
Ekki flokkad a grundvelli fyrirliggjandi gagna.

Efnispeettir:

Distillates (petroleum), solvent-dewaxed light paraffinic:
Préfunargerd . Buehler-profun

Tegund :  Naggris

Mat : Veldur ekki hudnaemingu.

Adferd . Leidbeiningar fyrir OECD-prof 406

Lubricating oils (petroleum), C20-50, hydrotreated neutral oil-based:

Préfunargerd . Buehler-profun
Tegund :  Naggris
Mat :  Veldur ekki hudnaemingu.

Phosphorodithioic acid, mixed O,0-bis(2-ethylhexyl and iso-Bu and iso-Pr) esters, zinc salts:

Préfunargerd :  Buehler-préfun

Tegund :  Naggris

Mat : Veldur ekki hudnaemingu.

Adferd : Leidbeiningar fyrir OECD-prof 406

Stokkbreytandi ahrif & kimfrumur
Ekki flokkad a grundvelli fyrirliggjandi gagna.

Efnispeettir:
Phosphorodithioic acid, mixed O,0-bis(2-ethylhexyl and iso-Bu and iso-Pr) esters, zinc salts:
Erfdaeiturhrif i glasi . Profunargerd: Ames-prof

Profunarkerfi: Salmonella typhimurium
Efnaskiptavirkjun: med eda an efnaskiptavirkjunar
Nidurstada: neikveed

DISTILLATES (PETROLEUM), SOLVENT-DEWAXED HEAVY PARAFFINIC (<3 % DMSO
EXTRACT):

Erfdaeiturhrif i glasi . Profunargerd: Ames-prof
Nidurstada: neikveed

Krabbameinsvaldandi ahrif
Ekki flokkad & grundvelli fyrirliggjandi gagna.
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Efnispeettir:
Distillates (petroleum), solvent-dewaxed light paraffinic:
Krabbameinsvaldandi ahrif - : Flokkad a grundvelli DMSO-kjarnainnihalds < 3% (reglugerd
Mat (EB) 1272/2008, vidauki VI, 3. hluti, athugasemd L)

DISTILLATES (PETROLEUM), SOLVENT-DEWAXED HEAVY PARAFFINIC:

Krabbameinsvaldandi ahrif - : Flokkad a grundvelli DMSO-kjarnainnihalds < 3% (reglugerd
Mat (EB) 1272/2008, vidauki VI, 3. hluti, athugasemd L)

Lubricating oils (petroleum), C20-50, hydrotreated neutral oil-based:

Krabbameinsvaldandi ahrif - : Flokkad a grundvelli DMSO-kjarnainnihalds < 3% (reglugerd
Mat (EB) 1272/2008, vidauki VI, 3. hluti, athugasemd L)

DISTILLATES (PETROLEUM), HYDROTREATED HEAVY PARAFFINIC:

Krabbameinsvaldandi ahrif - : Flokkad a grundvelli DMSO-kjarnainnihalds < 3% (reglugerd
Mat (EB) 1272/2008, vidauki VI, 3. hluti, athugasemd L)

DISTILLATES (PETROLEUM), SOLVENT-DEWAXED HEAVY PARAFFINIC (<3 % DMSO
EXTRACT):

Krabbameinsvaldandi ahrif - : Flokkad a grundvelli DMSO-kjarnainnihalds < 3% (reglugerd
Mat (EB) 1272/2008, vidauki VI, 3. hluti, athugasemd L)

DISTILLATES (PETROLEUM), HYDROTREATED HEAVY PARAFFINIC:

Krabbameinsvaldandi ahrif - : Flokkad a grundvelli DMSO-kjarnainnihalds < 3% (reglugerd
Mat (EB) 1272/2008, vidauki VI, 3. hluti, athugasemd L)

Eiturhrif 4 a&xlun

Ekki flokkad & grundvelli fyrirliggjandi gagna.
STOT - einstok averkun

Ekki flokkad & grundvelli fyrirliggjandi gagna.
STOT - endurtekin averkun

Ekki flokkad a grundvelli fyrirliggjandi gagna.
Eiturhrif vid asvelgingu

Ekki flokkad & grundvelli fyrirliggjandi gagna.
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Efnispeettir:

Distillates (petroleum), solvent-dewaxed light paraffinic:

Vitad er til pess ad efnid eda efnablandan veldur eiturhrifum vid asvelgingu i ménnum eda gert er rad
fyrir ad pad/hun valdi eiturhrifum vid asvelgingu i ménnum.

DISTILLATES (PETROLEUM), SOLVENT-DEWAXED HEAVY PARAFFINIC:
|| Getur verid banveaent vid inntoku ef pad kemst i 6ndunarveg.

Lubricating oils (petroleum), C20-50, hydrotreated neutral oil-based:
| Getur verid banvaent vié inntdku ef pad kemst i dndunarveg.

DISTILLATES (PETROLEUM), HYDROTREATED HEAVY PARAFFINIC:
| Getur verid banvaent vié inntoku ef pad kemst i dndunarveg.

DISTILLATES (PETROLEUM), HYDROTREATED HEAVY PARAFFINIC:
|| Engin eiturhrif vid asvelgingu skrad

11.2 Upplysingar um adra haettu
Innkirtlatruflandi eiginleikar

Efni:

Mat . Efnid/blandan inniheldur ekki hluti sem eru taldir hafa
innkirtlatrufandi eiginleika samkvaemt REACH f-1i¢ 57. gr. eda
uthlutadri reglugerd framkveemdastjornarinnar (ESB)
2017/2100 eda reglugerd framkvaemdastjérnarinnar (ESB)
2018/605 i stigum 0,1% eda haerri.

Nanari upplysingar

Efni:
Athugasemdir . Engar upplysingar liggja fyrir
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12. LIDUR: Vistfraedilegar upplysingar

12.1 Eiturhrif
Efnisbeettir:

Distillates (petroleum), solvent-dewaxed light paraffinic:

Eiturhrif i fiski :  LL50 (Pimephales promelas (breidkollur)): > 100 mg/I
Timalengd vahrifa: 96 h
Préfunargerd: kyrrstoduprofun
Préfunarefni: WAF
Adferd: Leidbeiningar fyrir OECD-préf 203

Eiturhrif i halaflé og 66rum . EL50 (Daphnia magna (halaflé)): > 10.000 mg/I
vatnahryggleysingjum Timalengd vahrifa: 48 h

Préfunargerd: kyrrstoduprofun

Profunarefni: WAF

Adferd: Viomidunarreglur OECD um préfun idefna 202

Eitrad pérungum/vatnajurtum : NOEL (Pseudokirchneriella subcapitata (greenporungur)): >=
100 mgl/l
Endapunktur: Vaxtarhindrun
Timalengd vahrifa: 72 h
Préfunargerd: kyrrstoduprofun
Profunarefni: WAF
Adferd: Vidmidunarreglur OECD um profun idefna 201

Eiturhrif i halafl6 og 66rum : NOEL: 10 mg/l
vatnahryggleysingjum Timalengd vahrifa: 21 d
(Langvinn eiturhrif) Tegund: Daphnia magna (halafl6)
Préfunargerd: haltkyrrstodupréfun
Préfunarefni: WAF
Adferd: Viomidunarreglur OECD um proéfun idefna 211

Lubricating oils (petroleum), C20-50, hydrotreated neutral oil-based:

Eiturhrif i fiski :  LL50 (Pimephales promelas (breidkollur)): > 100 mg/
Timalengd vahrifa: 96 h
Préfunargerd: kyrrstoduprofun
Profunarefni: WAF
Adferd: Leidbeiningar fyrir OECD-prof 203
Athugasemdir: Engin eiturhrif vid leysnimork

Eiturhrif i halaflé og 66rum : EL50 (Daphnia magna (halafld)): > 10.000 mg/I
vatnahryggleysingjum Timalengd vahrifa: 48 h
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Préfunargerd: kyrrstoduprofun
Préfunarefni: WAF
Adferd: Vidmidunarreglur OECD um préfun idefna 202

Eitrad pérungum/vatnajurtum : NOEL (Pseudokirchneriella subcapitata (greenporungur)): >=
100 mgl/l
Endapunktur: Vaxtarhindrun
Timalengd vahrifa: 72 h
Préfunargerd: kyrrstoduprofun
Profunarefni: WAF
Adferd: Viomidunarreglur OECD um préfun idefna 201

Eiturhrif i fiski (Langvinn : NOELR: >=1.000 mg/l
eiturhrif) Timalengd vahrifa: 14 d
Tegund: Oncorhynchus mykiss (regnbogasilungur)
Eiturhrif i halafl6 og 66rum : NOEL: 10 mg/l
vatnahryggleysingjum Timalengd vahrifa: 21 d
(Langvinn eiturhrif) Tegund: Daphnia (Halafld)

Préfunarefni: WAF
Adferd: Viomidunarreglur OECD um profun idefna 211

DISTILLATES (PETROLEUM) HYDROTREATED HEAVY PARAFFINIC:

Eiturhrif i fiski :  LL50 (Fiskur): > 100 mg/I
Timalengd vahrifa: 96 h

Eiturhrif i halafl6 og 66rum :  EL50 (Hryggleysingjar i vatni): > 10.000 mg/I
vatnahryggleysingjum Timalengd vahrifa: 48 h

Eitrad pérungum/vatnajurtum : EL50 (P6rungar, algamat (pérungar)): > 100 mg/I
Timalengd vahrifa: 72 h

Eiturhrif i fiski (Langvinn : NOEC: 10 mg/l
eiturhrif) Tegund: Fiskur
Eiturhrif i halafl6 og 66rum : NOEC: 10 mg/I
vatnahryggleysingjum Tegund: Hryggleysingjar i vatni

(Langvinn eiturhrif)

Phosphorodithioic acid, mixed O,0-bis(2-ethylhexyl and iso-Bu and iso-Pr) esters, zinc salts:

Eiturhrif i fiski . LL50 (Oncorhynchus mykiss (regnbogasilungur)): 4,5 mg/I
Timalengd vahrifa: 96 h
Préfunargerd: haltkyrrstodupréfun
Athugasemdir: Eiturefnafraedileg gogn eru fengin fra likum
efnasambondum.
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Eiturhrif i halaflé og 66rum
vatnahryggleysingjum

Eitrad pérungum/vatnajurtum

Eiturhrif i fiski

Eiturhrif i halafl6 og 66rum
vatnahryggleysingjum

Eitrad porungum/vatnajurtum
Eiturhrif i fiski (Langvinn
eiturhrif)

Eiturhrif i halaflé og 66rum

vatnahryggleysingjum
(Langvinn eiturhrif)

12.2 bravirkni og nidurbrjoétanleiki

Efnispeettir:

EC50 (Daphnia magna (halaflo)): 5,4 mg/I
Timalengd vahrifa: 48 h

Préfunargerd: kyrrstoduprofun
Préfunarefni: WAF

(Selenastrum capricornutum (greenpérungur)): 2,1 mg/l
Endapunktur: Vaxtarhindrun

Timalengd vahrifa: 96 h

Préfunargerd: kyrrstoduprofun

Préfunarefni: WAF

DISTILLATES (PETROLEUM) HYDROTREATED HEAVY PARAFFINIC:

LL50 (Fiskur): > 100 mg/I
Timalengd vahrifa: 96 h

EL50 (Hryggleysingjar i vatni): > 10.000 mg/I
Timalengd vahrifa: 48 h

EL50 (Po6rungar, algamat (porungar)): > 100 mg/I
Timalengd vahrifa: 72 h

NOEC: 10 mg/I
Tegund: Fiskur

NOEC: 10 mg/l
Tegund: Hryggleysingjar i vatni

Distillates (petroleum), solvent-dewaxed light paraffinic:

|Liforjotanleiki

|Liforjotanleiki

Nidurstada: Lifbrjétanlegt i edli sinu.
Lifnidurbrot: 31 %

Timalengd vahrifa: 28 d

Adferd: Vidmidunarreglur OECD 301B

Lubricating oils (petroleum), C20-50, hydrotreated neutral oil-based:

Nidurstada: Ekki audlifbrjotanlegt.
Lifnidurbrot: 2 -4 %

Timalengd vahrifa: 28 d

Adferd: Vidmidunarreglur OECD 301B
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Phosphorodithioic acid, mixed O,0-bis(2-ethylhexyl and iso-Bu and iso-Pr) esters, zinc salts:
Lifbrjotanleiki : Nidurstada: Ekki audlifbrjotanlegt.

Lifnidurbrot: 1,5 %

Timalengd vahrifa: 28 d

Adferd: Vidmidunarreglur OECD 301B

Athugasemdir: Eiturefnafraedileg gogn eru fengin fra likum

efnasambondum.
12.3 Uppsofnun i lifverum
Efnispeettir:
Phosphorodithioic acid, mixed O,0-bis(2-ethylhexyl and iso-Bu and iso-Pr) esters, zinc salts:
Deilistudull: n-oktandl/vatn . log Pow: 8,8

Athugasemdir: QSAR

DISTILLATES (PETROLEUM), HYDROTREATED HEAVY PARAFFINIC:
Deilistudull: n-oktandl/vatn . log Pow: Veentanlegur > 7

12.4 Hreyfanleiki i jardvegi
Engar upplysingar liggja fyrir
12.5 Nidurstddur ar mati a PBT- og vPvB-eiginleikum

Efni:

Mat : | efninu/efnabléndunni eru engir paettir sem teljast pravirkir,
safnast fyrir i lifverum og eitradir (PBT-efni) eda mjdg pravirkir
og mjog pravirk efni sem safnast fyrir i lifverum i miklum maeli
(vPvB-efni) sem nemur 0,1% eda meira.

12.6 Innkirtlatruflandi eiginleikar

Efni:

Mat :  Efnid/blandan inniheldur ekki hluti sem eru taldir hafa
innkirtlatrufandi eiginleika samkvaemt REACH f-1id 57. gr. eda
uthlutadri reglugerd framkveemdastjérnarinnar (ESB)
2017/2100 eda reglugerd framkvaemdastjérnarinnar (ESB)
2018/605 i stigum 0,1% eda haerri.

12.7 Onnur skadleg ahrif

Efni:
Adrar vistfreedilegar : Engar upplysingar liggja fyrir
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upplysingar

13. LIDUR: Férgun

13.1 Adferdir vid medhondlun drgangs
Efni . Ekki mé farga urgangi i skolpkerfi.
Mengid ekki tjarnir, vatnsfoll eda raesi med idefninu eda
notudum umbudum pess.
Sendid til vidurkennds endurvinnslufyrirtsekis.

Mengadar umbudir . Teemid efnisafganga ur umbuadum.
Fargid a sama hatt og 6notudu efni.
Ekki m& endurnota teemd ilat.

14. LIDUR: Upplysingar um flutninga

14.1 UN-numer eda kenninumer

ADR . Flokkast ekki sem heettulegur varningur
IMDG . Flokkast ekki sem heettulegur varningur
IATA_P . Flokkast ekki sem heettulegur varningur

14.2 Rétt UN-sendingarheiti

ADR . Flokkast ekki sem heettulegur varningur
IMDG . Flokkast ekki sem heettulegur varningur
IATA_P . Flokkast ekki sem heettulegur varningur

14.3 Haettuflokkur eda -flokkar vegna flutninga

ADR . Flokkast ekki sem haettulegur varningur
IMDG . Flokkast ekki sem heettulegur varningur
IATA_P . Flokkast ekki sem heettulegur varningur

14.4 Pokkunarflokkur

ADR . Flokkast ekki sem haettulegur varningur
IMDG :  Flokkast ekki sem haettulegur varningur
IATA (Farmur) :  Flokkast ekki sem haettulegur varningur

20/23



ORYGGISBLAD

samkveemt reglugerd (EB) nr. 1907/2006
Valvoline™ STOU 15W40

Valvaoline.
Gilobal

Utgafa: 3.0 Dagsetning endurskodunar: Dagsetning prentunar: 14/04/2026
02.01.2024
IATA_P (Farpegi) . Flokkast ekki sem heettulegur varningur

14.5 Umhverfishaettur
Flokkast ekki sem haettulegur varningur

14.6 Sérstakar varudarradstafanir fyrir notanda
A ekki vid

14.7 Flutningar bulkafarms & sjé samkvaemt gerningi Alpjodasiglingamalastofnunarinnar
Hentar ekki i framleidslu eins og afgreitt er.

Haettulegar vorur lysingar (ef fram hér ad ofan) getur ekki endurspegla magn, endir-nota eda svaedi
sérstakar undantekningar sem haegt er ad beita. Radfaerdu farmbréf fyrir lysingar sem eru sérstaklega vid
sendinguna.

15. LIDUR: Upplysingar varéandi regluverk

15.1 Sértek akvaedi/loggjof fyrir efnid eda blonduna vegna 6ryggis, heilbrigdis og umhverfis

REACH — Takmarkanir a framleidslu, markadssetningu  : Takmarkanir vardandi eftirfarandi
og notkun akvedinna haettulegra efna, lagana og vara feerslur skyldi hafa i huga:
(Vidauki XVII) Numer & lista 75

Ef pu aetlar ad nota pessa voru sem
hadflarblek, vinsamlegast haféu
samband vid soéluadilann pinn.

REACH - Grar listi sérlega uggvaenlegra efna (59. grein). : A ekki vid

REACH - Listi med efnum sem eru leyfisskyld (Vidauki A ekkivid
XIV)

Reglugerd (EB) nr. 1005/2009 vardandi efni sem eyda A ekki vid
ésonlaginu )
Reglugerd (ESB) 2019/1021 um pravirk, lifreen : Aekkivid
mengunarefni

Seveso llI: Tilskipun 2012/18/ESB Evrépupingsins og radsins um adgerdir gegn stérslysahesettum par
sem heettuleg efni koma vid sogu.
A ekki vid

Efnispaettir pessarar voru eru skradir i eftirtoldum listum:

TCSI : Uppfyllir ekki kroéfur listans

TSCA . Varan inniheldur efni, eitt eda fleiri, sem ekki eru talin i TSCA-
skranni.

AllIC : Uppfyllir ekki kréfur listans
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DSL Pessi vara inniheldur eftirfarandi efnispaetti sem hvorki eru a

ENCS
KECI
PICCS
IECSC
NZloC
15.2 Efnadryggismat

Engar upplysingar liggja fyrir
Listar

kanadiska efnalistanum DSL né & NDSL.
CRISTOL-PPD LX 250

Uppfyllir ekki krofur listans

Uppfyllir ekki krofur listans

Uppfyllir ekki krofur listans

Uppfyllir ekki kréfur listans

Er & listanum eda uppfyllir krofur listans

AlIC (Astralia), DSL (Canada), IECSC (Kina), REACH (Evrépusambandid), ENCS (Japan), ISHL
(Japan), KECI (Kérea), NZloC (Nyja Sjaland), PICCS (Filippseyjar), TCSI (Taiwan), TECI (Teeland),

TSCA (USA)

16. LIDUR: Adrar upplysingar

Orodréttur texti hattusetninga

H304
H315
H319
H411

Getur verid banvaent vid inntdku ef pad kemst i 6ndunarveg.
Veldur hudertingu.

Veldur alvarlegri augnertingu.

Eitrad lifi i vatni, hefur langvinn ahrif.

Ordréttur texti annarra skammstafana

Aquatic Chronic
Asp. Tox.

Eye Irrit.

Skin Irrit.

IS OEL

IS OEL / TWA

Langvarandi (langvinn) haetta fyrir vatnsumhverfi

Heetta vid asvelgingu

Augnerting

Huderting

Iceland. Reglur um mengunarmérk og adgerdir til ad draga ur
mengun a vinnustédum.

fyrir 8 tima

ADN - Evropusamningur um millilandaflutninga a heettulegum farmi a vegum; ADR - Samningur um
millilandaflutninga a haettulegum farmi a vegum; AIIC - Astrolsk uttekt a idnadarefnum; ASTM -
Ameriska efnapréfunarstofan; bw - Likamshyngd; CLP - Reglugerd um flokkun, merkingu og umbudir
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efna og efnablandna; reglugerd (EB) nr. 1272/2008; CMR - Krabbameinsvaldur, stokkbreytivaldur
eda efni sem hefur eiturhrif & aexlun; DIN - Stadall hysku stadlastofnunarinnar; DSL - Innanlandslisti
hekktra efna i Kanada; ECHA - Efnastofnun Evrépu; EC-Number - Numer Evrépubandalagsins; ECx -
Styrkur tengdur x% vahrifum; ELx - hyngdarhlutfall tengt x% vahrifum; EmS - Neydaraaetiun; ENCS -
Skra yfir eldri og ny hrein efni Japan; ErCx - Styrkur tengdur x% vaxtarhrada; GHS - Hnattsamramt
kerfi; GLP - Godar starfsvenjur vid rannsoknir; IARC - Alhjodakrabbameinsrannsdknastofnunin; IATA
- Alhjodasamband flugfélaga; IBC - Alhjodakddi vardandi hénnun og utbunad skipa sem flytja
heettuleg kemisk efni i lausu; 1C50 - Helmingur hamarkshémlunarstyrks; ICAO -
Alhjodaflugmalastofnunin; IECSC - Skra yfir eldri kemiskar efnavoru i Kina; IMDG - Alhjodlegur kédi
um siglingu med haettulegan varning; IMO - Alhjédasiglingamalastofnunin; ISHL - Japénsk I6g um
oryggi og heilsu i idnadi; PICCS - Skra yfir efnavorur og efni a Filipseyjum; ISO - Alhjédlegu
stadlasamtokin; KECI - Skra yfir eldri kemiskar efnavorur i Kéreu; LC50 - Banvaenn styrkur 50% hydis
i profi; LD50 - Banveenn skammtur 50% hydis i profi (midgildisbanaskammtur); MARPOL -
Alhjodasamningur um varnir gegn mengun fra skipum; n.o.s. - Ekki skilgreint & annan hatt; NO(A)EC
- Engar (auka-)verkanir komu fram; NO(A)EL - Mérk um engin merkjanleg, skadleg ahrif; NOELR -
Ekkert merkjanlegt hyngdarhlutfall; NZIoC - Skra yfir efnavérur a Nyja-Sjalandi; OECD - Efnahags- og
framfarastofnunin; OPPTS - Skrifstofa efnadryggis og mengunarvarna; PBT - hravirk efni sem safnast
fyrir i lifverum og eru eitrud; PICCS - Skra yfir efnavorur og efni & Filipseyjum; (Q)SAR - (Megindleg)
vens| efnabyggingar og virkni; REACH - Reglugerd Evrépuhingsins og radsins nr. 1907/2006
vardandi skraningu, mat og leyfisveitingu efna; RID - Reglur um millilandaflutninga a haettulegum
farmi med jarnbrautum; SADT - Sjalfhradandi nidurbrotshiti; SDS - Oryggisblad; SVHC - sérlega
varasamt efni; TCSI - Skra yfir efnavorur i Tailandi; TECI - Teeland Skra yfir idefni; TSCA - Log BNA
um eftirlit med eiturefnum; UN - Sameinudu hjédirnar; UNRTDG - Radleggingar Sameinudu hjéodanna
vardandi flutning haettulegs farms; vPvB - Mjdg hravirkt og safnast mjog fyrir i lifverum

Nanari upplysingar

Upplysingar til eigin nota : 000000276304

Upplysingarnar a pessu oryggisbladi eru sannar og réttar eftir okkar bestu vitund, upplysingum og
sannfeeringu a birtingardegi peirra. Upplysingarnar eru adeins hugsadar sem abendingar um 6rugga
medhdndlun, notkun, urvinnslu, geymslu, flutning, férgun og sleppingu og gilda pvi ekki sem yfirlysing
um abyrgd & gaedavottun. Upplysingarnar eiga eingdngu vid pad efni sem tilgreint er og gilda ekki
endilega um sama efni ef pad er notad asamt 66rum efnum eda a annan hatt en lyst er i
upplysingunum.
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